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Target ID Cursor Segments	 20

Iron Discrimination Segments	 40

Notch Discrimination	 Adjustable

Search Modes	 2 (ZERO, CUSTOM)

Sensitivity/Depth Adjustments	 8

Electronic Pinpointing	 YES

Frequency	 15 kHz, user adjustable

Audio Tone ID Levels	 3

Standard Searchcoil	 5" x 8" DD PROformance™

Length (Adjustable)	 43" to 56" (1.09m - 1.4m)

Total Weight	 2.8 lbs. (1.27 kgs.)

Batteries	 4 AA (included)

Battery Condition Indicator	 YES

Warranty	 2 Year, Limited Parts/Labor

The CSI Pro can be 
fully submerged 
to 10 feet.

(Shown with optional 
underwater headphones.)

Provides all terrain versatility and  
unmatched performance for metallic  

crime scene evidence recovery.

g a r r e t t . c o m

•	 Pro Audio: provides more  
	 target information

•	 Digital Target ID

•	 High-Resolution Iron  
	 Discrimination™ (40 levels)

•	 Iron Audio™: identifies  
	 discriminated iron items

•	 Fast recovery speed on  
	 adjacent targets

•	 Ground balance: auto and manual



Use ZERO Mode to accept all potential 
targets or use CUSTOM Mode to 
create user-specific search pattern.

All terrain versatility
weatherproof housing designed for dusty, 

humid or wet environments. Unit is fully 
WATERPROOF TO 10 FEET (3 meters).  

High-Res Iron Discrimination™
Allows user to set iron discrimination 

to one of 40 levels for precise ability to 
separate good targets from trash.

Pro Audio
Proportional audio and Tone Roll Audio 

features allow user to hear subtle changes 
in a target’s response to better judge its 

conductivity, size, shape, depth.

Fast recovery speed
Allows greater ability to pick out desired 

targets amongst trash items.

Digital Target ID
0 to 99 Target ID scale offers increased 

ability to distinguish one target’s 
conductivity from another.

Iron Audio™
Allows the user to hear discriminated 

iron and to alter the detector’s mid-tone 
signal’s range.

Continuous Depth Indicator
to determine target depth.

15 kHz frequency 
Improved detection of small 
targets, gold, brass, lead, etc.

Ground Balance
Automatic and manually adjustable 
for improved performance.

Graphic Target Analyzer™ (GTA)
Identifies target’s conductivity.

Search Modes
(Discrimination Patterns)
2 plus electronic pinpointing

Battery Condition Indicator
shows battery life continually.
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CSI Pro-Pointer® II pinpointer

Proportional vibrating and audible 
alarms help speed target recovery. 
Includes woven belt holster—secure 
Pro-Pointer to standard size belts.

Tactical Soft Case, black color 

Padded travel/storage bag, 46" 
length with full zipper opening, 
carrying handle and backpack 
straps. Holds CSI Pro detector 
without removing the search coil. 
Includes reinforced handle and 
five Velcro pouches to hold spare 
searchcoils, CSI Pro-Pointer, evidence 
recovery tools, etc.

KIT OPTION: GARRETT CSI PRO WITH THREE ACCESSORIES INCLUDEDKIT OPTION: GARRETT CSI PRO WITH THREE ACCESSORIES INCLUDED

Visit garrett.com for more CSI Pro features and for instructional videos.
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Deluxe Headphones 
(land-use)

With padded ear cups and 
dual volume controls.  
 
Fully waterproof 
headphones also available.


